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LED Multifunction Signal Light 
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Mounting Options 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

A 

3x 

a) Standard Base 

b) Pole Mount 
S-300.000.01 

c) 90° Bracket 
M-300.000.01 

 

no.8 x 1.25“ 
2x supplied 

no.8 x 1.25“ 
4x supplied 

no.8 x 0.5“ 
2x supplied 
with item b 

no.8 x 0.5“ 
2x supplied 
with item c 

92.0 
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.0

 

60° 
60° 

90° no.8 x 1.25“ 
3x supplied 

54.0 
PCD 

55.0 
PCD 

dimensions (mm) 

dimensions (mm) 

B 



IP65 not 
supplied 

120.0 
see table for 
ping settings 
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+  RED   L~BROWN 
-     N~BLUE 
-     GREEN stage 2 

 

 

COLOUR D/C A/C 

RED / BROWN + L~ 

BLUE - N~ 

GREEN stage 2 -   

 
 
 
 
 
 
 
 
 
 
 
 
 

 
Signal Modes 

 
 
 
 
 
 

Lebensgefahr durch elektrischen Strom! 
Dieses Gerät darf nur durch autorisierte 
Elektrofachkräfte und elektrotechnisch 
unterwiesene Personen montiert und 
angeschlossen werden. 
 
Electric current! Danger to life! 
Only authorized or instructed persons may 
assemble and install this device. 
 
Tension électrique dangereuse! 
Seuls les personnes averties sont autorisées 
d’assembler et d’installer ces produits. 
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