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Order data    
Item number Rated voltage  Current consumption 
L101H.012.2 10-14VDC  167.5mA 
L101H.024.2* 16-33VDC  178.5mA 
L101H.230.7* 48-260VAC/DC 50/60Hz  53mA @ 230VAC/DC 
    
Lens colours 1=red, 2=amber, 3=yellow,4=green, 5=blue, 7=clear 
  
Option UL-Approval (on request) 

Subject to change without prior notice 
 
 

General Information 
Compact and efficient signalling light with continuous, flash-
ing or strobe light function in LED technology. Automatic 
synchronisation. Polarized diode for applications in moni-
tored circuits. High degree of protection IP66.  
 
For applications in plant and machine construction or build-
ing services. 
 

Technical data 
Housing ABS, shock resistant 
 -colour red (RAL3000) 
Lens PC 
-colour Red, amber, yellow, green, blue, 

clear 
LED 18 Cree high-performance-LED  
-colour white 
Light output 180cd (continuous light) 
Functions Steady-, Flash- or Blinking Light 
Flash frequency 1 Hz, 1.33Hz, 2 Hz (125ms ON / 

375ms OFF) 
Double- and triple flashing 

Blinking frequency 435ms ON / 75ms OFF 
Temperature -40°C to +70°C 
Relative humidity 90% at 20°C 
Operation Continuous operation 
Mounting Surface mounting 
Cable entry 2x M20 (bottom) with stopping 

plug 
1X breakout hole in the bottom 

Connection teminals 0,5-4.0mm2 
Degree of protection IP66 acc. EN60529 
Weight 0,2kg 
Approval CE, EAC CU TR 043/2017, EAC 

RU D-GB.GA05.B, RMRS Marine 
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