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General information 
Electro-mechanical hooter for universal indoor applications, 
with flare. 
 
Broad range of AC- and DC- voltage devices. 
 
Favorable price-/performance ratio. 
 

 
 
 
Technical data 
  
Case ABS, shock-resistant 
Color Grey (RAL 7035) 
Protection IP43 according to EN 60529 
Temperature range -25°C to +50°C 
Operation Continuous 
Cable:  
-gland Ø 12 mm 
-lead Surface or flush mount 
-connection Conductor up to 2,5 mm2 
Weight Approx. 0.18 kg 
 
 
Order data     

Item number Rated voltage Sound intensity level Current consumption Type 
KHP1.012.1 12 VAC (+/- 10%) ca. 88 dB(A), 1m 180 mA with flare 
KHP1.024.1 24 VAC (+/- 10%) ca. 88 dB(A), 1m 90 mA with flare 
KHP1.230.1 230 VAC (+/- 10%) ca. 88 dB(A), 1m 11 mA with flare 
     
KHP2.012.2 12 VDC (+/- 10%) ca. 92 dB(A), 1m 55 mA with flare 
KHP2.024.2 24 VDC (+/- 10%) ca. 92 dB(A), 1m 26 mA with flare 
     
Other voltages on request    
 
Subject to change without prior notice 


